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1. Introduction 

The forced air-cooling process such as “STELMOR” 
cooling bed is generally used for a cooling method of 
the rolled wire rod. The strength and ductility of high 
carbon steel wire rods can be controlled by online 
process in the rolling line with this process. However, 
because forced cooling is performed with an air blast, 
the cooling capacity of the forced air-cooling process 
is inadequate. As a result, the strength and ductility of 
wire rods produced by the forced air-cooling process are 
low in comparison with wire rods produced by lead pat-
enting, in which the material is reheated and immersed 
in a lead bath by a secondary processor. Mist cooling 
makes it possible to secure the same cooling capacity 
as lead patenting, and thereby enables transformation at 
low temperatures. Therefore, JFE Bars & Shapes com-
mercialized the mist cooling process for wire and rods 
that led the world. The company also developed the new 
high tensile steel wire rods by utilizing this process.

A comparison of mist cooling and the conventional 
cooling processes is shown in Fig. 1. Mist cooling has 

the following advantages in comparison with the con-
ventional methods.
(1) Because water droplets which have been atomized 

with air are blown on the material at high speed, the 
heat transfer coeffi cient is large.

(2) Because the process uses fi ne water droplets, uni-
form cooling is possible.

(3) The cooling capacity can be controlled over a wide 
range.

(4) The process can be installed in combination with 
existing forced air-cooling lines and used in combina-
tion with the existing operation.

(5) The process contributes to improvement of the 
global environment by making it possible to omit 
the lead patenting process performed by secondary 
manufacturers.
In order to quench wire rod material that has been 

coiled at a specifi ed temperature, a mist-spraying device 
was installed above the conveyor in the fi rst cooling 
zone of the forced air-cooling process, which is located 
adjacent to the coiling equipment. The mist fl ow rate is 
controlled corresponding to the diameter of the wire rod 
material and steel grade while measuring the material 
online with a thermometer.

The following high tensile steel wire rods have been 
developed by applying the mist cooling process. How-
ever, due to space limitations, only (1) and (2) will be 
introduced in this report.
(1) High strength, high ductility high carbon steel wire 
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Fig. 1  Schematic cooling curve of lead patenting, mist 
cooling and forced air-cooling






